AUDIO VIDEO STEREO RECEIVER 


KR-V5570 


INSTRUCTION MANUAL 


KENWOOD CORPORATION 


For your records 


Record the serial number, found on the back of the unit, in the spaces designated on the warranty 
card, and in the space provided below. Refer to the model and serial numbers whenever you call 
upon your dealer for information or service on this product. 

Mode!___sSSsssssSSSSFSSSSSrrial Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories are put aside so they will not be lost. 
Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, 
notify your deafer immediately. If your unit was shipped to you directly, notify the shipping com- 
pany without delay. Only the consignee (the person or company receiving the unit) can file a claim 
against the carrier for shipping damage. 

We recommend that you retain the original carton and packing materia!s for use should you trans- 
port or ship the unit in the future. 


Accessories 


FM indoor antenna (1) AM loop antenna (1) Loop antenna stand (1} 


* Use to adapt the plug on the power cord to the shape 
of the wall outlet. (Accessory only for regions where 
use is necessary.) 
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Units are designed for operation as follows. 
USA. ANd CANA vresresscernssersssestnaersennrerrssimessnneee AG 120 V only UK, Ad EUrOpa ..ecoesccceensereeerseensiinenssnrssiercereersmne AG 230 V only 
AUSTIANG ..cocerecsernteesriscuanineeieemenesersuminnseinenemenenn AG 240 ¥ only *OthEr COUNTIES ...crceceseeerssreeseessereen AG 110-120 / 220-240 V switchable 


*AC voltage selection AC voltage selector switch 


The AC voltage selector switch on the rear panel is set to the AC 110- AC 220- 
voltage that prevails in the area to which the unit is shipped. Be- 120V~ ~a hm 240V~ 
fore connecting the power cord to your AC outlet, make sure that 

the setting position of this switch matches your line voltage. If 

not, it must be set to your valtage in accordance with the fotlow- 

ing direction. 


Note: 

Our warranty does not cover damage caused by excessive line 

voltage due to improper setting of the AC voltage selector switch. Move switch lever to match your line voltage 
with a small screwdriver or other pointed toot. 
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NOT EXPOSE THIS APPLIANCE TO RAIN 


OR MOISTURE. 


CAUTION | CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 
/ RISK OF ELECTRIC SHOCK (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED 
DOHOT PEN SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, |S 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED "DANGEROUS VOLTAGE” 
WITHIN THE PRODUCT’S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A 
RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO, 
THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE 
LITERATURE ACCOMPANYING THE APPLIANCE. 


For the U.S.A. 


FCC WARNING 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 
unauthorized change or modification is made. 


NOTE: 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonabie protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the following 
measures: 

— Reorient or relocate the receiving antenna. 

— Increase the separation between the equipment and receiver. 

— Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

— Consult the dealer or an experienced radio / TV technician for heip. 


For the U.S.A. 


Note to CATV system installer: 

This reminder is provided to call the CATV system installer’s attention to Article 820-40 of the NEC that provides guidelines for proper 
grounding and, in particular, specifies that the cable ground shail be connected to the grounding system of the building, as close to the point of 
cable entry as practical. 
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The surround system reproduces video software program carrying 
the [i [pouy somsuns] mark with similar acoustic effects to movie 
theaters. 

The DOLBY PRO LOGIC mode controls the autlia signals of the Front 
Left/Right, Center and Rear surround channels using the built-in 
directivity enhancer circuit to reproduce the feeling of sound 
motions realistically. 

The DOLBY 3 STEREG mode can reproduce the motions of sound 
even when only the front and center speakers are used, by providing 
proper acoustic position using the directivity enhancer circuit. 


~(21) 


This unit incorporates a function for storing received stations in 
preset memory with a simple operation. it is very convenient to 
preset the stations you like. The preset stations can be recaffed also 


very easily. (73) 


The TAPE2(MONITOR) jacks of this unit accept the connection of a 
cassette deck, graphic equalizer, surround processor, etc. When a 
3-head cassette deck is connected te the TAPE2(MONITOR) jacks, it 
is possible to monitor the sound which has just been recorded 
during recording. (46) 
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Please read all of the safety and operating instructions 
before operating this appliance. Adhere to all warnings on the 
appliance and in the instruction manual. Follow all the safety and 
operatinginstructions. These safety and operating instructions 


should be retained for future reference. 


1. 


5, 


Power sources — The appliance should be connected to a 
power supply only of the type described in the instruction 
manual or as marked on the appliance. if you are not sure of 
the type of power supply to your home, consult your appliance 
dealer or local power company. For appliances intended to 
operate from battery power, or other sources, refer to the 
instruction manual. 


Power-cord protection — Power-supply cords should 
be routed so that they are not likely to be walked on or 
pinched by items placed upon or against them, paying 
particular attention to cords at plugs, convenience 
receptacles, and the point where they exit from the 
appliance. ~ 


Never pull or stretch 
the card. 


CAUTION - Polarization — This appliance may be 
equipped with a polarized alternating-current line plug (a plug 
having one blade wider than the other). This plug will fit into the 
power outlet only one way. This is a safety feature. If you are 
unable to insert the plug fully into the outlet, try reversing the 
plug. If the plug should still fail to fit, contaci your electrician to 
replace your obsolete outlet. Do not defeat the safety purpose 
of the polarized plug. 


Ventilation —~ Slots and openings in the cabinet are provided 
for ventilation and to ensure reliable operation of the appliance 
and to protect it from overheating, and these openings must 
not be blocked or covered. The appliance should be situated so 
that its location or position does not interfere with its proper 
ventilation. 

To maintain good ventilation, do not put records ora table-cioth 
on the appliance. Place the appliance at least 10 cm away from 
the walls. 

Do not use the appliance on a bed, sofa, rug or similar surface 
that may block the ventilation openings. This appliance shouid 
not be placed in a built-in installation such as a bookcase or rack 
unless proper ventilation is provided or the manufacturer’s 
instructions have been adhered to. 


Water and moisture — The appliance should not be 
used near water - for exampie, near a bathtub, washbowl, 
kitchen sink, laundry tub, in a wet basement, or near a 
swimming pool, etc. 


BeIVIPOR TANT SAFE GUARD Sc 
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. Temperature — The appliance may not function properly 


if used at extremely Jow, or freezing temperatures, The 
ideal ambient temperature is above +5°C (41°F}. 


. Heat — The appliance should be situated away from heat 


sources such as radiators, heat registers, stoves, or 
other appliances (including amplifiers) that produce heat. 


. Electric shock — Care should be taken so that objects do 


not fall and liquid is not spilled into the enclosure 
through openings. If a metal objects, such as a hair pin 
or a needle, comes into contact with the inside of this 
appliance, a dangerous electric shock may result. For 
families with children, never permit children to put 
anything, especially metal, inside this appliance. 


9. Enclosure removal -— Never remove the enclosure. li 


the internal parts are touched accidentally, a serious 
electric shock might occur. 


10. Magnetic fields — Keep the appliance away from sources 


of magnetic fields such as TV sets, speaker systems, 
radios, motorized toys or magnetized objects. 


11.Cleaning — Unplug this appliance from the wall outlet 


before cleaning. Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to clean 
the cabinet. Use a clean dry cloth. 


12. Accessories — Do not place this appliance on an unstable cart, 


stand, tripod, bracket, or table. The appliance may fall, causing 
serious injury to a child or adult, and serious damage to the 
appliance. Use only with a cart, stand, tripod, bracket, or table 
recommended by the manufaciurer, or sold with the appliance. 
Any mounting of the appliance should follow the manufacturer's 
instructions, and should use a mounting accessory 
recommended by the manufacturer. An appliance and cart 
combination shouldbe moved with care. Quick stops, excessive 
force, and uneven surfaces may cause the appliance and cart 
combination to overturn. 


13. Lightning — For added protection for this appliance during a 
lightning storm, or when it is left unattended and unused for 
long periods of time, unplug it from the wall outlet and 
disconnect the antenna or cable system. This will prevent 
damage to the appliance due to lightning and power-line 
surges. 


14.Abnormal smell - |f an abnormal smell or smoke is 


detected, immediately turn the power OFF and unplug 
the appliance from the wall outlet. Contact your dealer or 


nearest service center. 
, POWER OFF! 


15.Damage requiring service —- The appliance should be 
serviced by qualified service personnel when: 
A. The power-supply cord or the plug has been damaged. 
B. Objects have fallen, or liquid has been spilled into 
the appliance. 
C. The appliance has been exposed to rain or water. 
D. The appliance does not appear to operate normally 
by following the instruction manual. Adjust only those controls 
that are covered by the instruction manual as an improper 
adjustment of other controls may result in damage and will 
often require extensive work by a qualified technician to 
restore the appliance to its normal operation. 
E. The appliance has been dropped, or the enclosure 
damaged. 
F. The appliance exhibits a marked change in performance. 


16.Servicing — The user should not attempt to service the 
appliance beyond that described in the instruction 
manual. All other servicing should be referred to qualified 
service personnel. 


17.Qutdoor antenna grounding - |f an outside antenna is 
connected to the appliance, be sure the antenna system 
is grounded so as to provide some protection against 
voltage surges and built up static charges. Article 810 of 
the National Electrical Code ANSI/NFPA 70, provides 
information with respect to proper grounding of the 
mast and supporting structure, grounding of the lead-in 
wire to an antenna discharge unit, size of grounding 
conductors, location of antenna discharge unit, 
connection to grounding electrodes, and requirements 
for the grounding electrode. See Figure. 


EXAMPLE OF ANTENNA GROUNDING AS PER NATIONAL 
ELECTRICAL CODE 


GROUND dN 
CLAMPS Ge 


ANTENNA 
DISCHARGE UNIT 


ELECTRIC (NEC SECTION 810-20} 


SERVICE 


EQUIPMENT “GROUNDING CONDUCTORS 
(NEC SECTION 810-21) 


GROUND CLAMP 


rai POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 
{NEC ART 250, PART H) 


NEC - NATIONAL ELECTRICAL CODE 


Lfaution: Head this page caretully tg 
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18.Power lines — An outside antenna system should not be 
located in the vicinity of overhead power lines or other electric 
light or power circuits, or where it can fall into such power lines 
or circuits. Wheninstalling an outside antenna system, extreme 
care should be taken to keep from touching such power lines 

or circuits as contact with them might be fatal. 


19.AC outlets — Do not connect other audio equipment 
with a power consumption larger than that specified to 
the AC outlet on the rear panel. Never connect other 
electrical appliances, such as an iron or toaster, to it to 
prevent fire or electric shock. 


1 

20. Overloading — Do not overioad wall outlets, extension cords, 
or integral convenience receptacles as this can result in a risk 
of fire or electric shock. 


21. Attachment — Do not use attachments not recommended by 
the appliance manufacturer as they may cause hazards. 


22. Replacement parts — When replacement parts are required, 
be sure the service technician has used replacernent parts 
specified by the manufacturer or have the same characteristics 
as the original parts. Unauthorized substitutions may result in 
fire, electric shock, or other hazards. 


23. Safety check — Upon completion of any service or repairs io 
this appliance, ask the service technician to perform safety 
checks to determine that the appliance is in proper operating 
condition. 


Notes: 

1. Item 3 is not required except for grounded or polarized equipment. 

2. Item 17 and 18 are not required except for units provided with antenna 
terminals. 

3. Item 17 complies with UL in the U.S.A. 
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Make connection as shown below. When connecting the 
related system components, refer also to the instruction 
manuals of the related components. 

Do not plug in the power lead until all connections are 
completed. 
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if operation is not possible or erroneous display appears 
even though all connections have been made properly, 
reset the microcomputer referring to “In case of diffi- 


Malfunction of microcomputer 


Video deck 1 
= : | el Video OUT 


ee ee ee | 
Video 


Cis] a ——~—1 
IN 


Audio OUT 


Audio IN 


Audio OUT Video OUT 


Video cord 


To wall 
AC outlet 


U.S.A. and 
Canada 


om 1S 


| Tape deck 2 

a {Graphic Equalizer) 
Turntable 

CD player 


NN System control cord f/ 


Automatic operation 
When this unit is connected to KENWOOD system components such as a cassette deck and CD player through system control cords and the input 
source is selected with the INPUT SELECTOR, the selected component starts to play automatically. Inversely, playing a component automatically 
selects that source as the input to this unit. The automatic operation also occurs when the provided remote control is used. 

(Automatic operation is not possible with Tape deck 2 or Video machines.) 


1. Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced. 

2. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outiet. Plugging / unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 

3. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

4. insert the system control plugs completely into the jacks. 

5. If the system control cords or.audio cords are not connected properly, the remote contro! or automatic operation between system 
components will not work properly. 
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Speaker system 4 
{R) (L) 


Center speaker 
(8Q ~ 16Q) 


@ While pressing lever (holding it). 


@ Insert cord. 


= 


@ Release. 


prea 


e Never short-circuit the + and - speaker cords. 

e If the left and right speakers are connected inversely or if the 
speaker cords are connected with reversed polarity, the sound be- 
comes unnatural with ambigous acoustic image positioning. Be sure 
to connect the speakers and speaker cords correctly. (R) (L) 

e Proper sound will not be produced unless two rear speakers are 
connected. 


Rear speaker 
(8Q ~ 160) 


Speaker system B 
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Connection method to each antenna terminal 


@ While pressing @ Insert cord. @ Release. 
lever (holding it}. 
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AM loop antenna connection 


SEIN ranean 
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AM outdoor antenna connection 


The supplied antenna is for indoor use. Place it as far as possible If the reception is poor when the AM loop antenna is used, dis- 
from the main system, TV set, speaker cords and power cord, and tribute a vinyl-coated wire of more than 6 meters outdoors, with- 
set it to a direction which provides the best reception. out disconnecting the loop antenna. 


Outdoor antenna 


Loop antenna 
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FM indoor antenna connection Conn 
The accessory antenna is for temporary indoor use only. For stable Lead the 75& coaxial cable connected to the FM outdoor antenna 
signal reception we recommend using an outdoor antenna. Re- into the room and connect it to the FM 75Q terminal. 

move the indoor antenna if you connect one outdoors. 


FM indoor antenna 


g 
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FIM DE-EMPHASIS / CHANNEL SPA CE switch 
(Except for U.S.A., Canada and Australia) 


The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel is 
set to the correct setting that prevails in the area to which the unit is 
shipped. However, if the FM DE-EMPHASIS / CHANNEL SPACE set- 
ting is not matched to the area where the unit is to be used; for in- 
stance, when you moved from area 1 to area 2 or vice versa, desired 
reception of AM / FM broadcasts is not expected. In this case, change 
the FM DE-EMPHASIS / CHANNEL SPACE setting in accordance with 
the area corresponding to the table. The FM DE-EMPHASIS is 
switched over at the same time. 


@ When changing the setting of the FM DE-EMPHASIS / CHANNEL 
SPACE switch, first disconnect the power cord of the amplifier, then 
reset the channel space switch, connect the power cord again, and 
turn the power on. 
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QkHz 50kHz A u A 50us 
FM 


AM 
40kHz 100kHz ¥ LJ} ¥ 75us 


CHANNEL DE - 
SPACE EMPHASIS 


Avés CHANNEL 
SPACE freq. DE- cupiass 
U.S.A., Canada and 
South American ie 75 ps 
countries TOkHz 
50kHz 
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Frequency display, 
input display, 

preset channel display, 
surround mode display 


3 STEREO indicator 
SURROUND indicator 
TAPE 2 indicator 


Broadcast band 
indicators 


isa 


Tuning mode indicator 
((URROUND |] (area | Ca) L 
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Reception mode indicator 


TUNED indicator 


VIDEO 1/2 indicators LOUDNESS indicator } MEMORY indicator 


Display 


LINE STRAIGHT indicator 


KENWOOD voto. 
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@POWER key @ DOLBY PRO LOGIC key @ TAPE2 (MONITOR) key 
® STANDBY indicator @ PHONES jack @ CENTER LEVEL key 
©Numeric keys Used for headphone listening. _ @LINE STRAIGHT key 
OP.CALL key @ DOLBY 3 STEREO key Press to reproduce the source with a higher 

Press to recall a preset station. ® SPEAKERS keys sound quality. 
OAUTO key Press to select the A or B speaker systems. € REAR LEVEL key 

Press to select the auto tuning @CENTER MODE key @ BAND key 

mode. Press to select the center mode of the Press to switch the broadcast band. 
@ DIRECT key DOLBY PRO LOGIC and DOLBY 3 STE- € DELAY TIME key 

Press for direct station tuning based . _ REO surround play, Press to adjust delay time. 

on numerical input. @ BYPASS key @ TUNING key 
@ MEMORY key Press to cancel the surround modes, Press to tune broadcast stations. 

Press to preset a station in memory. @ LOUDNESS key @ TONE control knobs 
@QINPUT SELECTOR knob Press to enhance low frequencies. @® BALANCE contro! knob 

Turn to select the input sources. Turn to adjust the volume balance between left 
@®VOLUME CONTROL knob and right. 


STANDBY mode of POWER switch 

When the power cord of this system is plugged into an AC outlet, the STANDBY indicator lights up regardiess of the ON/OFF setting of the POWER 
switch, This indicates that a small amount of current is being supplied to the unit to back up the memory contents. This mode is referred to as the 
Standby mode. While the STANDBY indicator is lit, the power of the system can be switched ON/OFF from the remote control unit. 


The remote control unit provided with the receiver can also control KENWOOD cassette decks, and CD player connected to the * 
receiver through system control cords. For details of the controllable functions, refer to the instruction manuals of these 
components. 


TUNER operation keys 
BAND — Selects the broadcast band. 
P.CALL Recalls preset stations. : 


ae 


CD player operation keys 

DISC This key is used as the disc se- 
lector of a multi-CD player. Each 
press selects a different disc. 


TONE MODE 


2 


INPUT key 
Select the input sources. 

TAPE 2 {MONITOR] key 

Press to monitor the source being re- 
corded. 


POWER key 


VOLUME keys 

Adjust the listening volume. The VOL- 
UME CONTROL knob of the main unit £ 
turns when these keys are operated. & 
MUTE key 

Mutes the sound temporarily. 


ee ee 


KENWOOD 


REMOTE CONTROL UNIT 
RC-ROS502 


Modal: RC-R0502 
infrared ray system 


ing a non-recorded blank of 4 seconds. 
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Cassette deck operation keys : 
; Use to operate both TAPE Aand TAPE & 
B of a double cassette deck. To oper- 


ate a single cassette deck, use only the 
TAPE B keys. 

REC/ARM key fe 
When recording on TAPE B, puts the & 
deck in record-pause mode after leav- 
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Graphic equalizer operation keys 

EFFECT Turns the graphic equalizer 
ON and OFF. 

M.CALL Recalls the preset equalizer 

curves from memory. 


TT 


SURROUND keys 
MODE 

Switches the surround modes. 
TEST TONE 

Switches the test tone ON and OFF. 
CENTER + MULTI LEVEL CONTROL 


This combination adjusts the center [ 
level. 

REAR + MULTI LEVEL CONTROL 
Adjusts the rear level. 

DELAY + MULTI LEVEL CONTROL 
Adjusts the delay time. 
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Jperation of remote contro] unit 
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@ Insert two AA-size (R6 / SUM-3) batteries as indicated by the po- 
larity marking. 
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Plug the power cord of the system into an AC wali outlet, and 
press the POWER key on the remote control unit to turn the 
power on. When the power is turned on, press the key of the 
source component to be operated. 


Remote control 
light sensor 


e Components connected via the system control cords, such as the 
CD player, can aiso be remote-controlled. in this case, please read 
the instruction manual supplied with your components. 

e When two operation keys on the remote contro! unit afe pressed 
successively, press each key securely reserving an interval of more 
than 1 second for each press. 


Model: RC-R0502 


. Infrared ray system 
Operating range 


(approx.) 


1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 

2. When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 

3. Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remote control light 
sensor. in such a case, change the system installation position to prevent the malfunction. 
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ON/STANDBY 


~ 0 OFF 

Sound is not output from the speakers. Use this setting for lis- 
tening through headphones, etc. 

2- ON,OA 
Sound is output from the speakers connected to the SPEAKERS 
A terminals on the rear panel. 

o ON,o B 
Sound is output from the speakers connected to the SPEAKERS 
B terminals on the rear panel. 
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@ If the cassette deck(s), CD piayer and/or turntable is connected 
through system control cords, the component of the selected input 
source Starts to play automatically. 


The input sources are switched inthe following order. 
@ TUNER (frequency display) The selected source Is 


@ TAPE ! displayed. 
@VITEG} 

@"I BEG - 7 
LD Seas LE i 
@® PHONG o 


e The selected input source is held in memory for about 3 days even 
after the power cord is unplugged from the mains outlet. 
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@ The sound of input source cannot be listened to while TAPE 2 is 

To decrease To. iiérease” & ON. (Except when the graphic equalizer is connected ~[48]) 

volume volume : e@ When the volume is adjusted from the remote control unit, the 
Z VOLUME CONTROL knob rotates. 


bound adjustment functions 
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Adjusting the tone 


To adjust low To adjust high 
frequencies frequencies 


To decrease the To decrease the 
right sound left sound 


Using the LOUDNESS key 
When listening at a low volume, the loudness function 

‘allows to compensate the low frequencies which human 
ears have difficulty in hearing at a low volume. 


To cancel the loudness function 
Press the key again. 


Goes off. 


Remote control unit only 
<o 
ae 


_ Press again to return to the origi- : 
nal volume. E ® The VOLUME CONTROL indicator of the receiver unit blinks. 
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@ Plug headphones. 


PHONES 


Ir eriri tr iriiiitiiirrririii rrr) CPP er oir 


® Adjust the volume, 


VOLUME CONTROL 
“————D@ | 
» Fer EEE 00 
To decrease To increase § 
volume volume 
MIN SS MAX 


Line-straight playback 
This feature allows to enjoy music sources such as CD with 
an even higher sound quality. 


@ Select the source to be played. 
INPUT SELECTOR 


LUNE 


@ The tone control functions are defeated during line-straight play. 


shal vaya dartacahaatotesctt ave Met wude ose aaa Seelasseee as e The line-straight play is cancelled when a key associated with sur- 
@ Press the LINE STRAIGHT key. |. round play is pressed. 
: To cancel 
Press the kay again. 
LINE STRAIGHT 
eee 
q 
@ Play the source. Goes off. 
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To record a music source 


@ Select the source to be recorded. 


INPUT SELECTOR 


A 


Select an input source 
other than TAPE 1. 


@ Put the cassette deck in record- : 
pause mode. : e When recording is made on a KENWOOD cassette deck which is 


connected through system control cords, the input selector setting 
is fixed to protect the recording status. In this case, if you want to 
change the recorded source, first stop recording. 


@ Play the source and start recording. 


Play the cassette deck connected to the TAPE jacks and start § 
recording of the cassette deck connected to the TAPE 2 jacks. = 


@ Press the TAPE 2 key. 


Lee 


@ Select a source other than TAPE 1. 


INPUT SELECTOR 


(a 


@ Play cassette deck 2 and start re- : 


cording on cassette deck 1 e For copying a tape using a double cassette deck, read the instruc- 


tion manual of the double cassette deck. 


Regarding TAPE 2 (MONITOR) 


A cassette deck or graphic equalizer can be connected to this unit's TAPE 2 (MONITOR} terminals. !f you connect a graphic equalizer, turn the 
TAPE 2 (MONITOR) key ON. If you connect a 3-head cassette deck, you can monitor the source sound, or the sound being recorded, while 
recording. Pressing the TAPE 2 (MONITOR) key lets you compare the recorded sound and the source sound. Refer to the operating manual for the 
component you connected for further details. 


Pe ey —— ——= 


ry 


To increase 
frequency 


To decrease 
frequency 
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The input sources are switched inthe following order. 


@ TUNER (frequency display) ; 
@ TAPE | Frequency display 


DV 
(OG 


@ The last frequency tuned before ts displayed. 


5 


® PHONG 


CIOTe) 
ky hak 
ha 
m 
cy 
my 
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Each press switches the band as follows: 


ey 


Each press switches the tuning method as follows: 
Be AUTO lit (auto tuning) 
2) AUTO not lit (manual tuning) 


a re 


@ Usually, set the switch to AUTO (auto tuning). 


Select manual tuning when noise interferes due to weak radio wave. (The 
stereo broadcasting 's received in monaural during manual tuning.) 


Trt r rrr eer ee Cree res eee eer eec eee re Toe eererearr secre ers irrrr rel iriver rir re err er Perirer ys) 


Frequency display “TUNED” lights up when 
@ station is tuned. 


/ 
cipal he 


For Auto Tuning: Press v or a once and the tuner automatically 
tunes to a receivable station. 

For Manual Tuning: Press repeatedly until the frequency you desife is 
tuned. You can also tune by holding the button 
down. 


Specify the frequency. 
@ Press the DIRECT key. 


@ Enter the frequency of the desired 
station. 


RE 
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The input sources are switched inthe following order. 


@) TUNER (frequency display) 
@ TAPE | 

@VIBREG i} 

@¥IBEGE 

@L£F 


@ PHONG Frequency display 


Each press switches the band as follows: 


@ FM 
@ AM 


AM or FM indicator 


Bee eeteee ee een ree eer eer Eee Perr eRe Ee Pe eT Eee hTERT HREM TT RT 


Press the numeric keys according to the frequency to be tuned as 


shown below. 
Order of pressing numeric keys 


Desired station 


*FM DE-EMPHASIS/CHANNEL SPACE switch ~[3] 


“TUNED” lights when 


Frequency display a station is tuned 


® If you commit a mistake, repeat step 3 again. 
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Preparation 


—a e Tune the station to be stored in 
memory. 


Proceed to step 2 within 5 sec. | sedate eet etedia. » Rolls anata * 


Y “Tifmore than 5 sec. have elapsed, press the MEMORY key again.) ene entail aye inthe following order 


~- To store in “15”... [+10], [51 
To store in “20"..... [+10], [+16], [0] 

e Repeat steps 1 and 2 for each of the stations to be stored in 
memory. 

e You can store a combined total up to 20 FM and AM stations. . 

e lf a station is stored in a preset number which already stores a sta- 
tion memory under it, the previous memory is replaced by the new 


memory content. 
@ Once the memory content has been preset, it is held for about 3 
days even after the power cord is unplugged from the mains outlet. 


2 Select one of the preset numbers from 1 to 20. 


Pi te | sts ts tt fs 8 


eg earnest a a 


Press the preset number of the desired station. 


@ Select the TUNER input with the 
INPUT SELECTOR. 


a =a) 
Rerexae INPUT SELECTGA 


CY 


Press the numeric keys in the following order. 
To recall "15" ........ [+10], [5] 
To recall! "20" ........ [+10}, [+10], (0) 


fe COR Ape ten Ie emanate ght set enc gerbe Gish ia iG Sea Sao a ea 


e Every time the key is pressed, the next station in the order of the 
preset number is received. 


a ie 


(Main-unit) 


if the key is held pressed , ... Preset stations will be received succes- 
sively for about half a second each. 


yperation of video compor ants 


For the connections and operations, also read carefully the 
_ instruction manuals of the video components. ~LB) 
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eee 


Sasa 000 


The input sources are switched in the following order: 


1) TUNER (frequency display} “VIDEO 1" should be 
@ TAPE ! displayed. 
@vVIBEG I 
@UIEGE 
LI 

(6) PHONG 


3 Play the video ieee’ 


ALK OTEK MAIR TR Se RIGS FI RI MASERE As AR Ak RIAA —_ 


Rec sa of video sour e. 


PALS RE 


e Connect the component to be played to the VIDEO 2 jacks. 
e The connectable components include a video deck (playback only}, 
video camera (playback only}, LD player or DBS tuner. 


Prete errr reer reer ere roto) Serbo deerevermerbecadeddesemenentederrrewererreeereedtewsreeeeee ree ee 


2 Select the VIDEO 2 input. : The input sources are switched in the following order: 
seeds : @ TUNER (frequency display) 
TAPE ? “VIDEO 2” should be 
@YVIBEG i displayed. 


SeTeee Terre rete Tere eT erere rere Terri rererroril TT eretre rir erer caterer tet terrrerere Teeter Te erre eT Seerre er eer er Tieier) 


@ Start recording with the video deck which is connected to the VIDEO 
| jacks. 
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The surround modes allow to enjoy the feeling of presence in music. Select the mode according to the source or components = 
played. For the connections of the rear and/or center speakers, refer to “Connection of speakers”. ~Cz) 


DOLBY PRO LOGIC surround mode 


Video andLD software programes carrying the LX] [aur sumnoun | _ Center speaker In case center speaker is not used : 
mark contain recording of the same Dolby Surround data as : 
those used in movie theaters. The DOLBY PRO LOGIC sur- 

round mode uses the Dolby Surround data and brings into 

home a similar sound field with full of presence to movie 

theatres. 

To use this mode, connect the rear {and center) speakers. 


‘ = nae . 
Rear speakers Rear speakers 


DOLBY 3 STEREO mode ier 
Center speaker 

if the left and right speakers are installed apart from each 

other, the center acoustic image (words, etc.) may vary 

depending on the listener's position. The DOLBY 3 STEREO 

mode provides an improved positioning of the center acous- 

tic image regardless of the listening position. 

To use this mode, connect the center speaker. 


Main speakers 


Manufactured under ticense from Dolby Laboratories Licensing Corporation, Additionally licensed under one or more of the following patents: U.S. 
numbers 3,959,590; Canadian numbers 1,004,603 and 1,037,877. 
“Dolby”, "Pro Logic”and the double-D symbol are trademarks of Dolby Laboraiories Licensing Corporation. 
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This mode provides a similar Dolby Surround effect used in 
movie theaters when a video {or LD) software program 


carrying the [KX] [sour suo] mark is played. 


7 Activate the DOLBY PRO LOGIC mode. 
o 


© 
(TT 


Let, 


@ Select the center mode. 


2 Adjust the volume balance. 


@ Generate the test tone. 


ce 


@ Align the speaker volumes with the 
main speaker volume. 


{1} NTER 
Center speaker : 


Rear speakers Qo™ 


ee 
{2} MULTI LEVEL CONTROL 


To increase 


To decrease 


@ Stop the test tone. 


E 
Veo : 


3 Adjust the defay time. 
° Cac 
® MULTI LEVEL CONTROL 


To increase 
To decrease 


eo 
bs 
bs 
ie 
— Fe 
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PRO LOGIC = 


Each press of the CENTER MODE key switches the center modes as 
follows: 
@NORMAL =: When the center speaker is a compact-sized 
speaker. 
@WIDERANT : When the center speaker is a medium- or large- 
sized speaker. 
@ PHANTOM  :When the center speaker is not used. 


e If you cannot tell whether your center speaker is compact or me- 
dium-sized, try two modes and select according to your liking. 

e@ The selected center mode is automatically stored in memory and 
held unless it is changed later. 


Or PESPOE OSE iets er iil ei isis eer ir rere iver Parrett arerrrrerrrerrrrrrrerrrr ir retreririrererr ri ie tis iii Tetris) 


@ The test tone which is heard like noise moves between speakers at 
an interval of 1.5 sec. 


in NORMAL and WIDEBAND ~— In PHANTOM mode; 
modes: 


Left (L) Left (L) 

Center (C) Ez Right () 

Right (Ff) Surround (Rear) (5) 
Surround (Rear) (5) 


a : 


e@ Be sure to adjust from your listening position. 

e Whena key is pressed, the corresponding volume level to the key is 
displayed on the dispiay. While the level is displayed, it can be ad- 
justed by 1 dB per press of the key. 

@ The volume levels can be adjusted in the range from -10 dB to +10 
dB. 

e The center and rear levels are stored in mernory as the common 
settings with the DOLBY 3 STEREO mode. 


Cr re er ere re ret iirerrritrertititieitireiiii iii errr rer ss 


Each press switches the band as follows: 
@JELAY (DELAY TIME) 
@CENTER (CENTER LEVEL) 
@REHR (REAR LEVEL) 
@ The delay time can be adjusted in the range from 15 ms to 30 ms, in 
5 ms steps, 
e Once the delay time has been preset, it is held until itis re-set later. 
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Before playing a video (or LD) software program carrying the 
[X) [pour sumo] mark, be sure to complete the “DOLBY PRO 
LOGIC surround arrangement”. 


Penner ae 


Each press of the key switches the modes as follows: 


@OPRO LOGIC 
@4- STERED 
@ OFF (BYPASS) 


Lights 
7 i 7 Cauancuns 
PRO Luoied = 
as 
To cancel DOLBY PRO LOGIC SURROUND play 
Goes off. 


@ Use the delay time calculation 
chart on the right. 


Assuming that the distance from the front speaker is A : Example: 
meters and the distance from the rear speakers is B E When A=3m, 
meters. : B=3m 
5 a ' 2 8 
the delay time is 
20 ms. 
@Use the following 


formula for calculation. 
Delay time = 20 + 3 x {(A- B) {Unit: ms) 


Set the delay time to the number closest to the one you found 
using either method one or two. 


Paes ee io ft 


This mode improves the positioning of the acoustic image of 
words, etc., by applying directivity enhancer processing and 
using an additional center speaker when a video software 
program recorded with ordinary 2-channel stereo is played. 


2 Adjust the volume balance. 


@ Generate the test tone. 


@ Align the center speaker volume 
with the main speaker volume. 


(1) 
<o. 
Le 


MULTI LEVEL CONTROL 


= 


@ Stop the test tone. 


(2) 


4 This mode provides a similar Dolby Surround effect used in 
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Each press of the CENTER MODE key switches the center modes as 
follows. 


» 2 See 


@ NORMAL : When the center speaker is a compact-sized 
[ speaker. 
@WIDEBRN : When the center speaker is a medium- or 
large-sized speaker. 
e If you cannot tell whether your center speaker is compact or me- 
dium-sized, try two modes and select according to your liking. 
@ The selected center made is automatically stored in memory and 
held unless it is changed later. 


CPP Pe eee ee eer errr ect er i ert Pet eerr et ereeeer errr er ree rere rerrrrarirrtt iri tty Tit rT TT 


@ The test tone which is heard like noise moves between speakers at 
an interval of 1.5 sec. 


Left (i) 
[" Center (£) 
Right (f?) 


[— 
VIDEO L 


iden. eo 


@ Be sure to adjust from your listening position. 

@ When a key is pressed, the volume level is displayed on the dis- 
play. While the level is displayed, it can be adjusted by 1 dB per 
press of the key. 

@ The center level can be adjusted in the range from -10 dB to +10 
dB. 

e The center level is stored in memory as the commen settings 
with the DOLBY PRO LOGIC surround mode. 


To cancel DOLBY 3 STEREO play: 
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Operation to reset 


Remote control unit 


Remote control operation is not possible. 


Amplifier 


Sound is not output. 


The STANDBY indicator blinks and sound 
is not output. 


Sound is not output from one of the speak- 
ers. 


Sound is not output from the Surround 
rear speaker and/or center speaker, or 
their sound is very small. 


A hum noise is generated when PHONO 
input selector key is pressed. 


Tuner 


Radio stations cannot be received. 
Interference. 


A station which was preset cannot be re- 
ceived by pressing the corresponding nu- 
meric key. 


« ney 
oat 


The microcomputer may fall into malfunction (impossibility to operate, 
erroneous display, etc.) when the power cord is unplugged while power 
is ON or due to an external factor. In this case, execute the following 
procedure to reset the microcomputer and return it tonormal condition. 


e Batteries are exhausted. 

e@ The audio cords and system control cords are 
not connected properly. 

e The remote control unit is too far away from 
the main system, controlling angle is too 
large, or there is an obstacle in between. 

@ The source component to be operated does 
not contain the tape(s} or CD. 

e An attempt is made to play a tape which is 
being recorded in the cassette deck. 


@ The speaker cords are disconnected. 


@ The VOLUME is set to the minimum position. 
@ MUTE is ON. 
{The MUTING indicator is blinking.) 
@ The SPEAKERS switches are set to OFF. 
@ The TAPE 2 key is set to ON. 


@ Speaker cords are short-circuited. 


@ The speaker cord is disconnected. 


@ The BALANCE centrol is set to an extreme position, 


@The rear-speaker cords and/or center 
speaker cord are disconnected. 

e A surround mode is not selected. 

@ The REAR VOL. and/or CENTER VOL. con- 


trols are set to the minimum level. 


@ The audio cord from the turntable is not in- 
serted securely into the PHONO jacks. 
@ The turntable is not grounded. 


@ No antenna is connected. 
@ The broadcast band is not set properly. 
e The frequency of the desired station is not tuned 


# Noise due to ignition noise of an automobile. 
# Noise due to an influence from an electric appliance. 
@ Noise due to a nearby TV set. 


e The preset station belongs to a frequency 
that cannot be received. 

e@ The preset memory was cleared because the 
power cord had been unplugged for a long 
period of time. 


Unplug the power cord from the power socket and, whileholdingthe | § 
POWER key depressed, plug the power cord into the socket again. | £ 


@ Please note that resetting the microcomputer clears the contents stared — 
in it returns it to the condition when it left the factory. é 
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e Replace with new batteries. 

e Connect properly referring to “System 
connection”. Se 

e Operate the remote control unit within the 
controllable range. GD) 


e Place the tape(s) or CD in the source com- 
ponent to be played. 
e Wait until the recording ts completed. 


e Connect them properly referring to “Sys- 
tem connection”. (3) 

e Adjust the volume to a proper level. 

e Press the MUTING key to OFF. (14) 
(Remote control unit.) 

e Set the SPEAKERS switchies) to ON, 

e Set the TAPE 2 key to OFF, 


@ Turn the power off, eliminate the short-circuit- 
ing, then turn on the power again. -( 


e Connect it properly referring “System con- 
nection”. 
e Adjust the Left/Right balance. — (ia) 


e Connect them properiy referring to “Sys- 
tem connection”. ~ 

e Select a surround mode. ~ (21) 

e Adjust the REAR VOL. and CENTER VOL. 
controls. 


e Insert the audio cord plugs securely into 
the PHONO jacks. ~T 

e Connect the grounding wire to the GND 
terminal on the rear panel. 


@ Connect an antenna. : 
® Set the broadcast band properly, 
@ Tune the frequency of the desired station. ~[iz) 


@ Install the outdoor antenna apart from the road. 
e@ Turn off the power of the appliance. 
e Install the system more apart from the TV set. 


a Preset a statian with a receivable fre- 
quency. 
e Preset the station again. 


~ (38) 


Do not use contact cleaners because it could cause a malfunticon. Be specially careful against contact cleaners containing ail, for they 
may deform the plastic components. 


(For U.S.A. and Canada} 


Audio section 


' Rated power output at the STEREO operation 


60 watts per channel minimum RMS, both channels driven at 
8 ©, from 40 Hz to 20,000 Hz with no more than 0.06 % total 
harmonic distortions. (FTC) 


Power output at the Surround operation 


Front (1 kHz, 0.9 % T.H.D. at 8 Q} ..............0-.. 50 W +50 W 
Center (1 kHz, 0.9 % T.H.D. at 8 QQ) oooi.ceccccsesececcecescarseans 50 W 
Rear (1kHz, 0.9 % T.H.D. at 8 Q) .... ee 20 W +20W 
Total harmonic distortion (1 kHz, 8 Q) .......... 0.03 % at 30 W 
Signal te noise ratio (IHF A) 

PHONO (MIM) ............cc0csccecscecceneccstocssesesssssnesssaussscceneneeeens 74 dB 
CD TAPE? VIDEO acicssccscaccducseys casavianievartacihvad nani 100 dB 
Input sensitivity / impedance 

PHONO (MIM) ............cccsccceceresesssevssccezssssecesscens 2.5 mV / 47 kQ 
CD, TAPE, VIDEO ............ccsseseccesssenessssassenssaces 200 mV / 47 kQ 
Tone controls 

BB SS oe cazoxsviav endorses drarsetionrisccatunsaniiccceys + 10 dB (at 100 Hz) 
BA | = = | Bl open ne rn enn ne Re tet rao + 10 dB (at 10 kHz) 
Loudness control at — 30 dB level.................. + 6 dB {100 Hz) 
Video section 
VIDEO inputs / outputs(Composite) ............... 1Vp-p/75Q 


FIM Tuner section 


Tuning frequency range ..........-...0000008 87.5 MHz ~ 108 MHz 

Usable sensitivity (IHF) ................... 13.2 dBf (1.2 uV at 75 Q) 

50 dB quieting sensitivity 

SEO oi vccs venseeeeisdeentensnavaces CPC? 41.2 dBf (32 1V at 75 Q) 

Total harmonic distortion at 1 kHz 

TNO aisssicesstitestecss ches 02st ta ss Sosa 2S ios acacecunvanendeaseastanaensese 0.6 % 

SE REO gsc cas snnsacseazvanerccketwnnsteccesatacnas Saasasunseloseaessus suesseecs 0.7 % 

Signal to noise ratio at 65 dBf (IHF) 

IOI iessccsniyse cnnsnateotnciavonscandyaisuieseavaiicotedaseseiditewinite abBens 75 dB 

Os PEP ass sia cana cesuivesnagbnedansnstcattedacuudt seacaticcewedewcranvseede 68 dB 

Selectivity (IHF + 400 KHz)..............ccsssssceees ditisccncn ates 50 dB 

Stereo separation (IHF at 1 kHz)...... iene Dosmueeakataniatineets 40 dB 

AM Tuner section 

Tuning frequency range ..........ccccseareee 530 kHz ~ 1,700 kHz 

Usable sensitivity .........cccssssssssssseseseaes 12 LV / (500 nV / m) 

Total harmonic distortion .............:ccccccssssseccsssssrcevsseseses 0.7 % 

Signal to noise ratio ................ da ousoensdburditusestuszotcusvucdceucs 48 dB 

SIGE VEY sc seits ccd acess peed ccists es ccc seadeaasnanedeanaadeea acac aun: 30 dB 

General 

POWEF CONSUMPTION ......--:sssrssssesnerersserensecesscceseserssteresseass 2.34 

AC outlet 

SWITCHED .............0sc0ccescesnsnraceees 2: (total 200 W, 1.6 A max.) 

DiMeNSiOMs ..............ccccceccssseensteneceneteons W:440 mm_ = (17-5/16"} 
H :143 mm (5-5/8) 
D:340mm_ = (13-3/8")} 


WV GIGIVE UGE) secs cece cesses cot eepesecid at ecdessescasve 8.2 kg (18.1 Ib) 


ints page caretutly to ensure safe opera 
. - ~ KAV5570 En) 
(For other countries) 


Audio section 
Rated power output at the STEREO operation 

{(EIAJ) 1 kHz, 10 % T.H.D., at 8 Q ooo eeesseeeeees 80 W +30 W 
(DIN/iEC) from 63 Hz to 12.5 kHz, 

O57: TD tS Os tee sccicd Scstoceseni hese iseiven tansians 60 W +60 W 
Power output at the Surround operation 

Front (1 kHz, 0.9 % T.H.D. at 8 OQ)... 50 W +50 W 
Center (1 kHz, 0.9 % T.H.D. at 8 Q) .....ccececeseccsenveseesees 50 W 
Rear (1 kHz, 0.9 % T.H.D. at 8 2)... 20 W+20W 
Total harmonic distortion.......... (1 kHz, 8 Q) 0.03 % at 30 W 
Signal to noise ratio {IHF’66) 

PEON: (IVMINN) saztisticcscsss sacs caseanstvaantinssdvasicvaschesaevaseeionds 74 dB 
CD, TAPE, VIDEO ......:ccvssecssscscsssesssonsencsssarscazesssnasrsasans 100 dB 
Input sensitivity / impedance 

PHONO (MIMD ossociccsitveicanteacaceascceadesavessesavaanicuess 2.5 mV / 47 kQ 
CD, TAPE, VIDEO ...........cccccesssserssussecsessnserenss 200 mV / 47kQO 
Tone controls 

BASS so oscssscsiies vise sstacicannsenadeideeuneinneieieeces + 10 dB (at 100 Hz) 
HH: | ol - | Hl pe anneRae ee rete ern ne + 10 dB (at 10 kHz) 
Loudness control at — 30 dB level ..............0: + 6 dB (100 Hz) 
Video section 
VIDEO inputs / outputs (Composite) .............. 1Vp-p/75Q 


FM Tuner section 


Tuning frequency range. .......sccsssesees 87.5 MHz ~ 108 MHz 

Usable sensitivity (IHF)................... 13.2 dBf (1.2 LV at 75 Q) 

50 dB quieting sensitivity 

me MEE senda dhs so cesecastaleat cauteksiuacdeceatas 41.2 dBf (32 WV at 75 Q) 

Total harmonic distortion at 1 kHz 

TOI saan vaste ths asus cepccece cae sdaaduaied daaea td cwesetcoheantewacteeawiade 0.6 % 

SU EO aici ooccs seees sha cecaceaathneeicccenshedesssscesancedeadneaviies 0.7 % 

Signal to noise ratio at 65 dBf (IHF) 

PN sca any saa cc venad dese nee caueeeacatezade ste erucate dd nant 75 dB 

SORE) isi seuss esneninasaveisaaceavancaunsusasatosysussasdiniaassvecuicatas 68 dB 

Selectivity (IMF + 400 KHZ) .............:c:ccsssseessecservsscenssnnes 50 dB 

Stereo separation (IHF at 1 KHZ) .............0.0cceccsseeseseeeees 40 dB 

Alf Tuner section 

Tuning frequency range 

SD MTAZ aviccnscevaxcuasaneababchavananeievesaacaveuasnnscwdsea 531 kHz ~ 1,602 kHz 

1 APNE oss sates sikciitasanidonicdesunisiundaaeahatotaddovens 530 kHz ~ 1,610 kHz 

Usable sensitivity ................cccssseeeenseeee 12 WV / (500 nV / m) 

Total harmonic distortion .............sescssssssscssssrssevecanerees 0.7 % 

Signal to nNOiSe ratio ...........-2:ccsseessrarssarssencascnsareensanseenes 48 dB 

DDIBCLIVILY sscicisvitnacdeabextccncassexsactiveabeaneriadivasuderuemoneeastnc 30 dB 

General 

Power CONSUMPTION ..............:c::cccessorcesnseecerersneraesvesenacs 200 W 

AC outlet 

SVT CHED accseicesissaatscnkcecateesinccaccasecdveos 2: (total 200 W max.) 

(Except for Australia) 

DTS ONG sisson iasicicvisecenenatvarsntsensannt se eusteecsnaninundas W:440 mm 
H:143 mm 
D :340 mm 

WGIGKE (OE iisisesasscnciatssssecaecsssusnssaevainscatvudeuissdneiucwsuasnsads 8.2 kg 


KENWOOD 


